EXISTING SIGNAL HEADS

1424246 11+14 9,10

CONSTRUCTION DETAILS

Install a27 ft. steel pole 70 ft. mast arms, signal heads, signs

{(Note: one - 3 In. PVC schedule 80 condult bend

tAnchor bolts shall be 2'x729. Top of pole foundation

to be flush with existing sidewalk. Relocate existing signs o nmew mast arm

including pedestrian education sign

=

. Remove exlsting mast arm pole -and foundation.
. Install handhole.

. Remove handhole. (Cap and abandon attached conduit).
. Install 5 in. (white) thermoplastic pavement markings as shown.

. Install permanent pavement marking symbol.
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. Abandon existing conduit.

. Install 24 in. (white) Thermoplastic pavement markings as shown. {stop 1lne)

.Install 12 in. (white) thermoplastic pavement markings (crosswalk with crosshatching see detali B)
.Install 2) 4 in. schedule 80 PVC electrical conduit (slotted),

install ' liquid type flexible non-metdalic conduit for detector sieeve

. Existing underground ih?erconnec? cable,

. Existing overhead interconnect cable. o

. Replace existing signal head with black fo'ced signal head, use existing wiring.
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. Use existing handhole
. Existing power pole to be removed.
. New location of new power pole.
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. Install new &'X30’ loop detector (3-6-3) turn.
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GENERAL NOTES:

[. Al underground and overhead utilities shown on

these pians are schematic only and may not be complete.
The Contractor shaqll be responsible for notifying Miss
Utility prior to construction so that all utilities may be

located In the field.if the Contractor perceives that
a conflict between the utilities and the +traffic signal

will occur, the Contractor shall notify the project Engineer
immediatly so that the conflict may be resoclved.

2. The Contractor shall confirm the location of proposed
geometrics prior to the installation of new signal equipment.

3. All traffic signal equipment shall be Installed to final grade.

4, Pavement markings detailed are proposed and shall be
installed by the Contractor in accordance with SHA Standards.

5. The contractor shall be regponsible for terminating all signal
cables, excluding interconnect cable to the appropiate terminats
and label each cable.

6. Disconnecting and splicing of the Interconnect cable shall be
performed by Montgomery County forces. The contractor
shall run the interconnect cable into the base of each cabinet
and properly tag the cable. Contact Bob Gonzales at (240) 777-786l
seventy-two hours in advance of the intended work.

7. Contact Bob Gonzaies to relocate or reprogram video detection.

8. Existing handhole could not be located durring survey it may be
under mulch. Hf handhole can not be found contractor shall tocate
aexisting conduit and instali a new handhole on corner.
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NEMA PHASING

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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